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R. M. Starbuck & Sons, inc. 

42 Allyn Street 


Hartford, Conn. 


“Securo** Soil Pipe Cement 

It is Made in Sticks 
For repairing leaks, splits, sand holes, 
etc., on. soil, water and gas pipes. 
“Securo” penetrates and closes up the 
finest crack, sets quickly and holds 
under all pressures. 




Repairs for Plumbers* Furnaces 



€ 


Closet Spud Wrench 

For 1 3^-inch and 2-inch 
Spuds and Nuts. 


Burners 

Coils (with wires) 
Coils (without wires) 
Coil Cups 
Coil Wires 
C onnecting Pipes 


All Makes 

Elbows, Brass 
Filling Screws 
Gasoline Valves 
Handles, with Ears 
Handle Ears 
Nuts, No. 1 


Nuts, No. 2 
Pet Cocks (Air) 
Plugs 

Tees, Malleable 
Top Plates, Heavy 
Uprights 



Boiler Repair Plugs 
(With Fibre Packing) 

For Repairing Leaky Range Boilers 

K°- <j! ameter - No - 3—Ke-inch diameter. 

No. 2 —%-inch diameter. No. 4—3^-inch diameter. 


Flexible 
Waste Pipe 
Cleaners 

cloL h , e t S Ltd a 8 ner ” ° f the W 8lee ‘ Wire ’ 8tron « and will take the 

No ?Z| 8Pr ! ng ' N°- 3-25-ft. Sii-inch spring. 

No! spring. N °' ’-inch spri„|. 

Water Closet Augers 

The spring is made of the best steel wire, 
and works through a casing of heavy brass 
tubing. 

No. 1—3 ft. spring. 

No. 2—5-ft. spring. 





Adjustable 

Pipe 

Holders 


For holding Lead and Brass Work in all 
positions, while making Wiped Joints. 

(3 parts as shown.) 




Wiping Cloths 


Treated with a preparation which makes them ready 
for instant use. 

BEST HERRINGBONE TICKING 

16 ply—Folded either way of grain. 

BEST MOLESKIN 

No Rough Edges. 


Starbuck “Red Tip” Caulking Tools and Cold Chisels 

40 Varieties—Tools are ground for inside and outside caulking. 

List and Prices on Application. 

Asbestos Joint 
Runners 

No. 1—For 2 to 4- 
inch Pipe. 

No. 2—For 4 to 6- 
inch Pipe. 

No. 3—For 6 to 10- 
inch Pipe. 

No. 4—For 10 to 14- 
inch Pipe. 

Larger sizes on appli¬ 
cation. 

JOINT RUNNER 
CLAMPS 
Nos. 1, 2, 3, 4 

Polished Pipe Holders 

They prevent marring 
of pipes when cutting and 
threading. 

Used with vise or 
wrench; 4 sizes—J'g-inch, 
J^-inch, %-inch and 
I-inch. 

Grafting Wax for Setting Water Closet Bowls 

Overcomes the many ob¬ 
jections to the use of putty. 

It never cracks or hardens, 
but remains flexible indefi¬ 
nitely. 

Absolutely non-absorbent, 
water-proof and air-proof. 

It contains no oil, and 
therefore will not stain wood 
or tile floors. Used like putty. 

Put up in packages, one 
package being ample for a 
toilet bowl. 

Set-Tite Putty 

For setting closet bowls and other 
plumbing use. Contains no oil, never 
hardens, no loss, makes flexible joint. 

Linen Straps. For all Makes of Strap Wrenches 




Basin Plug Wrench 

For holding all sizes of Basin Plugs. 



Shave Hooks 


Bending Springs—Billings Type 



Plumbers* Ladles—Steel 
Double-Lipped 

23^. 3, 3J£, 4, 5 and 6 -in. 

Turn Pins 

Large — Medium 
—Small. 


Melting 

Pots 



1 M - inch, 
1 3^-inch and 
2-inch. 



Drift Plugs 

IMf and 2- 

inch. 


■4" Starbuck Bending Springs 

1M-Inch—1H-Inch—2-Inch 

Spring attached to C. I. head with K-inch thread. By screw¬ 
ing on a K-rnch pipe, spring may be run any distance into pipe. 
No loop end to twist out of shape. 


Send For Net Price Sheets 


The Plumbing and Heating Catalog 
















































































